travertine paving slabs

sand bed

waterproofing membrane

reinforced concrete slab
hardcore spalls

existing backfill

travertine paving slabs

sand bed

proposed finials as per original design,
(refer to old photo of church submitted)
carved out of good quality

globigerina limestone

existing solid franka stone pilasters:

any renderings removed,

alveolar deterioration repaired plastically
and repositioned in place
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soprabank and sottobank:

to be retained,

any cement rendering removed,
repositioned in place

Section B-B

proposed finials as per original design,
(refer to old photo of church submitted)
carved out of good quality

globigerina limestone
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travertine paving slabs

sand bed

waterproofing membrane

proposed railing for accessible ramp

reinforced concrete slab
hardcore spalls

existing backfill ——~
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Drawing Title scale 1:20 File Ref Drawing No. Revision Date Sheet Size
Xaghra Parish Church Parvis bl 1 1 L 1 1 1 | 1 | | XAPAO1 05 A 26/11/2013 | A2
Proposed Sections A-A, B-B, C-C 0 02 04 06 08 1.0m
. Project Client Location of Works
Mariella Xuereb
BE&A (Hons) MSc (Dist) Road Eng A&CE Restoration of Parish Church Rev Carmelo Refalo Xaghra Parish Church
OROOMNE Parvis perimiter wall, Domus Curialis Victory Square
38 January Street, repaving of parvis with Victory Square Xaghra
Xaghra XRA1804, Gozo - MALTA natural stone and installation | Xaghra Gozo
of lighting system Gozo




